Spectralink Server Protocol Support

Spectralink IP-DECT Server 400 and 6500
RFC 2327 SDP: Session Description Protocol
RFC 2833 RTP Payload for DTMF Digits, Telephony Tones and Telephony Signals
RFC 2976 SIP INFO Method
RFC 3261 SIP: Session Initiation Protocol
RFC 3262 Reliability of Provisional Responses in SIP
RFC 3264 Offer/Answer Model with SIP (SDP)
RFC 3265 SIP Specific Event Notification
RFC 3311 SIP Update Method
RFC 3325 Support P-Preferred-Identity and P-Asserted-Identity headers
RFC 3326 Reason Header Field for SIP
RFC 3428 SIP Extension for Instant Messaging
RFC 3515 SIP Refer Method
RFC 3550 RTP: A Transport Protocol for Real-Time Applications
RFC 3842 Message Summary and Message Waiting Indication Event Package
RFC 3891 SIP Replaces Header
RFC 3892 Referred-By Mechanism
RFC 4235 INVITE-Initiated Dialog Event Package for SIP
RFC 4244 Extension to SIP for Request History Information
RFC 5373 Requesting Answering Modes for SIP
RFC 5424 Syslog protocol
RFC 5627 Globally Routable User Agent URI

Spectralink Server 2500 and 8000
Session Initiated Protocol SIP
RFC 2327 Session Description Protocol
RFC 2833 RTP Payload for DTMF Digits, Telephony Tones and Telephony Signals
RFC 2976 SIP INFO Method
RFC 3261 SIP: Session Initiation Protocol
RFC 3262 Reliability of Provisional Responses in SIP
RFC 3264 Offer/Answer Model
RFC 3265 SIP Specific Event Notification
RFC 3311 SIP Update Support
RFC 3428 Session Initiation Protocol Extension for Instant Messaging
RFC 3515 The Session Initiation Protocol (SIP) Refer Method
RFC 3550 RTP: A Transport Protocol for Real-Time Applications
RFC 3842 Message Summary and Message Waiting Indication Event Package
RFC 3891 Session Initiation Protocol (SIP) “Replaces” Header
RFC 3892 Referred-By Mechanism
RFC 4244 Support for sending History-Info
RFC 5373 Answer-Mode: Auto